Solar
JST325-345M60HC
Rated Power 325-345W
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JST325-345M

Moc 325W 330w 335W 340W 345W

Napiecie bez obcigzenia 41.10V 41.30V 41.50V 41.70V 41.90V

Natezenie zwarciowe 10.20A 10.24A 10.36A 10.47A 10.57A ng::?i’es

Napiecie mocy maks 33.60V 33.81V 34.00V 34.20V 34.40V

Natezenie mocy maks 9.68A 9.76A 9.85A 9.94A 10.03A *10-YEAR 90% Maximum Output
Sprawnosé 19.3% 19.6% 19.9% 20.1% 20.4% 25-YEAR 80% Maximum Output
Masa 19kg Puszka taczenia P68

Wymiary zewnetrzne 1684*1002*35mm Rama Aluminum Alloy

4mm?*, Custom or

llo§¢ komérek 60*2 pcs Kable Length: “+” 300mm/ “_” 150
Wymiary komérki 158.75*79.38mm Wiyki MC4 compatible
Napiecie pracy 1000/1500V Klasa Class A
325w
1 «Output 325W-345W
345W
NOCT 45+2°C Output Tolerance 0~+5W
Temp Coefficient of ISC +0.05%/°C Operating Temperature -40°C~+85C
Temp Coefficient of VOC -0.28%/°C Wind Load/Snow Load 2400pa/5400pa
Temp Coefficient of Pmax -0.36%/C Fuse Current 15A
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Voltage and Maximum Power (%)

Standard Short Circuit Current, Open Circuit
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Temperature of Cells ('C)

n
Volage(V)
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